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Einsatzbeispiele / Applications

PERGOPAK ist ein weißes Pulver mit amorphen Partikelstrukturen und hoher 

spezifischer Oberfläche (BET). Es ist kompatibel in verschiedenen Systemen und 

wird als alleiniges Mattierungs- und Effektmittel in der Farben-, Lack- und 

Druckfarbenindustrie eingesetzt oder in Kombination 

Der Einsatz von Pergopak verbessert insbesondere die folgenden Eigenschaften:

 

-  Guter Mattierungseffekt und kaum Einfluss auf die Viskosität

-  Chemische & mechanische Beständigkeit 

    (Kratz- und Blockfestigkeit, Polierbeständigkeit)

-  Angenehme Haptik – weiches Gefühl  

-  Reduzierung des Reibungskoeffizienten (teilweise niedriger als PTFE)

-  Temperaturbeständig bis 220°C

Aufgrund der breiten Palette verfügbarer Partikelgrößen (PSD) eignet sich das 

Pergopak-Portfolio für Dünn – und Dickschichtsysteme. 

Pergopak M7, als das feinste Pergopak- Produkt mit der engsten 

Partikelgrößenverteilung, wurde für Dünnschichtanwendungen wie Druckfarben, 

Can & Coil coatings sowie digitale Druckfarben entwickelt. Es sorgt für eine sehr 

glatte Oberfläche, und kann den Reibungskoeffizienten signifikant reduzieren, um 

die Gleiteigenschaften zu verbessern (Alternative zu PTFE)

PERGOPAK is a white powder with amorphous particle structures and a high 

specific surface area (BET). Pergopak is compatible with various systems and is 

used as a standalone matting and effect agent in the paint, coatings, and printing 

ink industries, or in combination with other technologies.

The use of Pergopak especially improves the following properties

 

-  Good matting effect and hardly any influence on viscosity

-  Chemical and mechanical  resistance 

   (Scratch-, Blocking- and polishing resistance)

-  Pleasant touch – soft feel

-  Coefficient of friction reduction (sometimes lower than PTFE)

-  Temperature stable up to 220°C

Because of the wide range of available particle sizes (PSD), the Pergopak 

portfolio is suitable for thin and thick film applications. 

Pergopak M7, as the finest Pergopak grade with the narrowest particle size 

distribution, has been developed for thin film applications such as Printing Inks, 

Can & Coil coatings and Digital Inks. 

It gives a very smooth surface and can greatly reduce the coefficient of friction to 

improve the slip. (PTFE Alternative)

PERGOPAK® M7
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Shipping Information Packaging and minimum order quantity information is available from sales

or customer service.

Safety and Handling 

Information

For specific safety, toxicity and handling information, please refer to the

material safety data sheet on this product.

Chemical Registration 

Numbers

CAS No.:                                           9011-05-6

EC/EINECS No.:                               Polymer Exempt

ENCS:                                               7-576

ECL:                                                  KE-35175

Durchschnittsanalyse / Typical analysis

Chemische Konstitution / Chemical composition

Polymethylharnstoffharz mit freien Methylolgruppen [%] ca. 0.6

Polymethyl urea resin with reactive methylol groups [%] approx. 0.6

Dichte / Density [g/cm3] 1.47

Schüttdichte / Bulk density [kg/m3] ca. 80

Teilchengröße / Particle Size

(Laser-Beugung) Cilas / (light-scattering) Cilas

d50     [µm]

d90     [µm]

< 2.5 

< 4.5

Spezifische Oberfläche (BET) /

Specific surface (BET) [m2/g] 14 – 22

Ölaufnahme / Oil absorption [cm3/100g] ca. 240

Brechungsindex / Refractive index 1.607

Feststoff-Gehalt / Solid content [%] ≥ 83

Zersetzungstemperatur /

Decomposition temperature [°C] > 220

Lagerstabilität / Storage stability Monate / months 24

Die oben genannten Werte sind nur als Richtwerte zu verstehen und nicht etwa als zugesicherte Eigenschaften.

The above mentioned values should be taken only as indications and not as guaranteed properties.
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